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MICRO STARTM TRANSFORMER ITEM    AMP A B C SOURCE WT
  (width) (height) (depth)  (lb)

DC TRANSFORMERS
S0832-0001 1 2.72” 3.53” 2.21” 100-240Vac - 50/60HZ 0.70
S0832-0005 5 1.97” 5.51” 1.42” 100-240Vac - 50/60HZ 1.65

NOTE:
DC transformers are comprised of heavy-duty water resistant material.  
Use with Micro Star™ LED lighting. Risk of electrical shock. Install only to 
a covered class A GFCI receptacle that has a weatherproof enclosure with 
the attachment plug cap inserted or removed. S0832-0005 features 6 ft. 
power cord and 10 ft. connector lead. 

S0832-0001 S0832-0005
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MICRO STAR™ TRANSFORMER 
WIRING HARNESS

MICRO STAR™ JUMPER

MICRO STAR™ EXTENSION

MICRO STAR™ EXTENSION WIRING

ITEM    AMP LENGTH CONNECTION WT
    (lb)
S0825-TF160 1 66.00” Screw 0.12
S0825-TW560 5 64.00” Screw 0.13

NOTE:
For use with Micro Star™ Transformer. Features screw connection (female).  
S0825-TF160 requires soldering or crimping. Lengths are approximate.

ITEM     LENGTH CONNECTION WT
    (lb)
S0825-JMPR-SC  12.00” Screw 0.02

NOTE:
Features male and female screw connections. Use to pass through 
posts and connect to wire harnesses and Micro Star™ LED Lights. 
Length is approximate.

ITEM     LENGTH CONNECTION WT
    (lb)
S0825-EX60-PT  60.00” Push 0.07
S0825-EX60-SC  60.00” Screw 0.08
S0825-EX300-SC  300.00” Screw 0.34

NOTE:
Features male and female screw or push connections. 
Use to connect wire harnesses and Micro Star™ LED Lights. 
Lengths are approximate.

ITEM     LENGTH CONNECTION WT
    (lb)
S0825-JF08-SC  8.00” Screw 0.01
S0825-JM08-SC  8.00” Screw 0.01
S0825-JF12-PT  13.00” Push 0.02
S0825-JM12-PT  13.00” Push 0.02

NOTE:
Features male or female screw or push connections. Extension wire 
for custom lengths and where jumpers won’t fit through post holes. 
Soldering or crimping required. Lengths are approximate.
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