
MICRO STARTM LED LIGHT ITEM    A B C D E COLOR WT
     (length)  (lb)
12 VOLT DC
S0801-PC01 1/4” 0.312” 0.09” 0.825” 10.00” white 0.02

NOTE: The smallest self-contained LED on the market. Only needs 1/4” 
bore  for housing or 3/8” hole if used with grommet. Micro StarTM LED Light  
 sits flush in recessed area. Sealed with waterproof epoxy. Use with the low 
voltage  transformer (Micro StarTM Transformer) and wiring. 

Standard grommet included with S0801-PC01 accommodates  
mounting into material up to 1/16” thick.

HOUSING: 316 STAINLESS
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TRI STAR SURFACE MOUNT LIGHT ITEM    A B C D COLOR FAST. WT
 (size)      (lb)
12 VOLT DC
S0803-1000 1-1/8” 2.00” 0.13” 1.86” white #8 0.40

NOTE:
Self-contained ball housing with 3 LED lights. Mounts to surfaces using 
3, #8 screws. Ideal for mounting to railing posts for surface illumination. 
Use with the low voltage transformer (Micro Star™ Transformer) 
and wiring.

HOUSING: 316 STAINLESS
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MICRO STAR™ LED LIGHT BAR ITEM    A B C D COLOR LED QTY WT
 (length)    (channel) (per light bar) (lb)
S0825-0018-BK 18.00” 3.00” 0.59” 0.32” Black 6 0.19
S0825-0018-BZ 18.00” 3.00” 0.59” 0.32” Bronze 6 0.19
S0825-0018-MT  18.00” 3.00” 0.59” 0.32” Metallic Silver 6 0.19
S0825-0018-WH 18.00” 3.00” 0.59” 0.32” White 6 0.19

S0825-0030-BK 30.00” 3.00” 0.59” 0.32” Black 10 0.33
S0825-0030-BZ 30.00” 3.00” 0.59” 0.32” Bronze 10 0.33
S0825-0030-MT  30.00” 3.00” 0.59” 0.32” Metallic Silver 10 0.33
S0825-0030-WH 30.00” 3.00” 0.59” 0.32” White 10 0.33

S0825-0042-BK 42.00” 3.00” 0.59” 0.32” Black 14 0.47
S0825-0042-BZ 42.00” 3.00” 0.59” 0.32” Bronze 14 0.47
S0825-0042-MT  42.00” 3.00” 0.59” 0.32” Metallic Silver 14 0.47
S0825-0042-WH 42.00” 3.00” 0.59” 0.32” White 14 0.47

NOTE: 
Light bar features a flexible LED light strip of natural white LED lights set 
into a powdercoated aluminum channel with a clear plastic lens. Each kit 
comes with lens, LED strip, channel and fasteners. Male/female screw 
connectors make installation quick and easy. Ideal for mounting to under 
side of handrails for surface illumintation. Use with low voltage trans-
former (Micro Star™ Transformer) and wiring. #4 fasteners included.

HOUSING: ALUMINUM
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MICRO STAR™ GROMMETS ITEM A B C X Y Z QTY WT
    (height) (length) (width)  (lb)
S0801-GR0701-10 1/4” 1/16” 3/8” 0.19” 0.48” 0.48” 10 0.01
S0801-GR0703-10 1/4” 1/8” 7/16” 0.24” 0.62” 0.62” 10 0.01
S0801-GR0705-10 1/4” 3/16” 7/16” 0.31” 0.62” 0.62” 10 0.01
S0801-GR0707-10 1/4” 1/4” 7/16” 0.38” 0.62” 0.62” 10 0.01

NOTE:
S0801-GR0701–0707 grommet series is designed to allow mounting of 
S0801-PC01 Micro Star™ lights into material up to 1/4” thick. Standard 
S0801-PC01 grommet accommodates material up to 1/16” thick.

All dimensions are nominal (+/- 3%) and 
are subject to change without notice. 
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