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TRI STAR FACEMOUNT ITEM A B C D COLOR WT

(size) (lb)
12 VOLT
S0803-5000 1-1/2" 0.13" 1.20" 0.50" white 0.08
S0803-500R 1-1/2" 0.13" 1.20" 0.50" red 0.08

NOTE:
REFERENCE “FASTENER MATCHING CHART” (PAGE 157)
FOR COMPATIBLE FASTENERS.

HOUSING: 316 STAINLESS

TRI STAR BACK MOUNT ITEM A B C D COLOR WT

(size) (lb)
12 VOLT
S0803-6000 3/4" 0.06" 1.27" 0.63" white 0.09
S0803-600R 3/4" 0.06" 1.27" 0.63" red 0.09

HOUSING: 316 STAINLESS

TRI STAR BALL ITEM A B C COLOR WT

(size) (lb)
12 VOLT
S0803-2000 1-1/8" 0.50" 0.63" white 0.23
S0803-200R 1-1/8" 0.50" 0.63" red 0.23

HOUSING: 316 STAINLESS

NOTE:

SELF CONTAINED BALL HOUSING
HAS 3 LEDS AND IS THREADED.
COMES WITH NUT. IT HAS ALL
THE FEATURES OF THE TRI STAR:
WATERPROOF TO 10 FEET;
MOST EFFICIENT IN POWER
CONSUMPTION 20 MA@13 VDC
(TYPICAL). IDEAL FOR RAILINGS AND OTHER
ARCHITECTURAL AND MARINE APPLICATIONS.

NOTE:

A VERY LOW PROFILE VERSION
OF THE TRI STAR WITH ALL ITS
FEATURES: WATERPROOF TO
10 FEET; MOST EFFICIENT IN
POWER CONSUMPTION 20 MA
@13 VDC (TYPICAL). THE SELF-
CONTAINED HOUSING PROTRUDES ONLY
1/16” AND CAN BE MOUNTED FROM THE
FRONT USING COUNTERSUNK SCREWS
FOR EASY REMOVAL OR RIVETS FOR ADDED
SECURITY.

NOTE:

A VERY LOW PROFILE AND SMALL
FACE VERSION OF THE TRI STAR
WITH ALL ITS FEATURES: WATER-
PROOF TO 10 FEET; MOST
EFFICIENT IN POWER CON-
SUMPTION 20 MA @13 VDC
(TYPICAL).IT CAN BE MOUNTED
THROUGH MATERIAL UP TO 3/4” THICK AND
SECURED FROM THE BACK WITH A NUT.
FRONT IS COMPLETELY FLUSH, INCLUDING
A RESIN OVER THE LED, GIVING
DIFFUSED LIGHT.
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